
Corrigendum-1 

Subject: Minor revision in Technical Specification for the Procurement of Salt Spray 
Chamber 

Date: 10.06.2025. 

1. A minor revision has been done in the technical specification for the procurement of 

with reference no. RGIPT/JAIS/P-2407/2024-25/02, Dated 21/02/2025. A corrigendum 

is being published for the aforementioned procurement. Revised technical specification 

is attached with this corrigendum. 

Chairman 

2. In given tender, page no 8 contains a heading �list of documents to be uploaded". In 

that list of documents, point 8 which is in page 9 of the tender document can be read as 

Upload List of clients & Purchase Orders of Supply of Salt Spray Chamber or 

instrument having similar application to the mentioned institutions" 
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Description 

Capacities of the salt spray chamber should be 200 Lt and 

above 

It should be easy to clean, smooth, and have non-corrosive 

surfaces 

It should have the function to refill water automatically when 

water level is insufficient 

It should have accurate glass made nozzle (Pyrex) no 
sediment of crystallization blocked more than 4000hours. 

The control instruments are mounted in one panel so it 

easy to operate and clear at a glance 

It should be equipped with dual protection for over 

temperature and an alarming device for insufficient water 

level to ensure the safe operation. 

The test tank should be heated directly by vapor so that the 

temperature rises fast, and the standby time shortened 

Temperature Range -Ambient to 60 degrees Celsius 

with temperature Accuracy +/-2 degree Celsius having 

temperature sensor 

Humidity Control Above 90% RH, temperature Control PID 

Controller 

Material (internal and external)- Stainless Steel 304 (316: 

Optional) with corrosion resistant coating with transparent lid 

(Plexi Glass) to observe sample under test 

Covering lid: SS with viewing window 

Air regulator moisture cum oil filter and air regulator ranging 

from 0 to 30 psi is provided 

Pressure Gauge: A calibrated pressure gauge is provided for 

measuring inlet air pressure 

Atomizer - A state of the art zero choke inert material 

atomizer is provided for reliable atomizing. 

Compliance Deviation 
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Panel- A separate user-friendly panel is provided with the 

following: 

iii. 

iv. 

i. 

V. 

i. 

iii. 

Digital Temperature controllers with auto 
cut off facility of the main chamber and the 
reservoir. 

Other Accessories for salt spray sample preparation and 
sample storage and result analysis and finalization 

Mounted Pressure gauge; regulator value 
and air filter. 

Electrical Requirement Single Phase 220 
Volt 50Hz 3KW 

Overhead stirrer with 20-liter capacity, 50-2200 
RPM, 40 Ncm torque 
Hotplate with magnetic stirrer 
Branded system Compatible with the instrument and 
with loaded windows 
Vacuum desiccator having 5 chambers with nozzles 
to extract air to achieve vacuum. Each separate with 
one another and individually can achieve vacuum. 

1 HP oil free air compressor- 35-liter tank capacity, 
with 0.5-0.7 MPa of exhaust pressure 

Installation and Training: Supplier will demonstrate the experiments under extreme conditions 

mentioned above in technical specification document and provide necessary training to concern 

manpower such as research scholars. Supplier has to perform any other relevant experiment suggested 

by PI or research group during on site demonstration. 

Warranty: 2 years comprehensive warranty from the date of successful installation and demonstration 

Pre-Qualification Criteria: 

The bidder should meet below criteria for pre-qualification requirement: 

Technical Qualification: -

Should have supplied at least three (3) instruments for similar application during last eight (8) vears 

from Government organizations/CSIRs/lTs/PSO'Private reputed R&D institutes in India. 

Financial Qualification: -

Three (3) purchase orders of instruments for similar application with value of minimum INR 
3.00.000 from Government organizations/CSIRs/1Ts/PSU's in India during last eight (8) years. 
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