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Rajiv Gandhi Institute of Petroleum Technology

(An Institute of National Importance established under the Act of Parliament)

( Fdferas wd wighes S sener, smea e )

(Ministry of Petraleum & Natural Gas, Government of India)

Date: 12.06.2025

---------------------------------------

.......................................

Sub: Quotation enquiry for supply and installation of Submersible pumps including
boring work at RGIPT Jais, Amethi.

Dear Sir,

We request you to submit your competitive rates (quotation) for the supply and installation of
5 HP and 2 HP Submersible pumps including boring work at RGIPT Jais Campus as per
following details:
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I?:;. Item / Work Description Make Unit | Qty. UE;: ll;: ;:e T(;::l:sr-l,ce
Supply and installation of | 7 5
1 |5 HP Submersible Pump ;
along with the boring work
Supply and Installation of
Submersible Pump Set 3
Phase, SHP (3.7 kW) Outlet
S s Aomroe and | | KIRLOSKAR/
1.01 : b : TEXMO/ set 1
suitable for 6" bore size KSB
Required Performance: Flow
Rate (min.) - 250 LPM @
Head- SOM
Warranty Period-1 Year
Supply and Installation of
Starter Panel complete is all
respect with-autostarter and
float (suitable for
Submersible pump as per Sl. | TEXMO/
1.02 | No.1.01) and as following: GELCO/ No. 1
Selection Switch: 2 positions | BCH/ L&T
(Auto-Manual)
Ammeter & Voltmeter Type :
Analog/Digital
Warranty Period-1 Year
Supply of Cu. Cable 2.5 KEI/ —
1.03 | mm2, 3 core for submersible FINOLEX/ Mtrs | 45
application KSB
Supply of Cu. Cable 1.5 KEI/
1.04 | mm2, 2 core for connection FINOLEX/ Mtrs | 95
with starter o KSB ,,_Q
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Mubarakpur Mukhetia More, Bahadurpur, Post Harbanshganj, Jais, Amethi-229 304, U.P., India
aaarge Website : http://www.rgipt.ac.in



Sl.
No.

1.05

Item / Work Description

Make

Unit

Boring work (depth-160 ft.)
for the installation of 5 HP
submersible pump
(mentioned in Sl. No. 1.01)
complete in all respect and
including following;:

BORING PIPE 6 " ISI,
Length- 160 ft., Filter charge
for 60 ft., Column Pipe 2"
(Length-100ft.)

Adoptor 2", Safety Wire for 5
HP submersible pump
(Length - 35 Mtrs.), End
Cap, Boring Cap, Elbow,
Nipple, Solvent Cement,
Clamp Nut Bolt, Boring
charge with labour expenses
(160 ft.), Digging ground for
boring, gravels for boring
complete in all respect.

Good Quality

Nos.

Qty.

ﬁi?nit Price | Total Price

(in Rs.) (in Rs.)

Supply and installation of
2 HP Submersible Pump
along with the boring work

2.01

Supply and Installation of
Submersible Pump Set 1
Phase, 2 HP and suitable for
4" bore size .
Required Performance: Flo
Rate (min.) - 75 LPM @
Head- 35M Approx.
Warranty Period-1 Year

KIRLOSKAR/
TEXMO/
KSB

set

2.02

Supply and Installation of
Starter Panel complete is all
respect with autostarter and
float (suitable for

Submersible pump as per Sl.

No0.2.01) and as following:
Selection Switch: 2 positions
(Auto-Manual)

Ammeter & Voltmeter Type :
Analog/Digital

Warranty Period-1 Year

TEXMO/
GELCO/
BCH/ L&T

No.

2.03

Supply of Cu. Cable 2.5
mm?2, 3 core for submersible
application

KEI/
FINOLEX/
KSB

Mtrs

45

2.04

Supply of Cu. Cable 1.0
mm?2, 2 core for connection
with starter

KEI/
FINOLEX/
KSB

Mtrs

60
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' Unit Price | Total Price
Unit | Qty. (in Rs.) (l_n R”'}

No. Item / Work Description Make
Boring work (depth-160 ft.) '
for the installation of 2 HP
submersible pump
(mentioned in S1. No. 2.01)
complete in all respect and
including following:
BORING PIPE 4 " ISI
(Pressure-10 kg/em?2),
Length- 160 ft., Filter charge
for 60 ft., Column Pipe 2"
2.05 | (Length-100ft.)
Adoptor 2", Safety Wire for 2
HP submersible pump
(Length - 35 Mtrs.) End Cap,
Boring Cap, Elbow, Nipple,
Solvent Cement, Clamp Nut
Bolt, Boring charge with
Klabour expenses (160 ft.),

Good Quality | Nos. ]

Digging ground for boring,
gravels for boring complete
in all respect.

Total Amount

GST Charges @ 18%

A
B
C \ Freight Charges
D

|
|

Remark: Performance Characteristic of the offered submersible pump (Flow Rate vs Head

Total Amount incl. of GST and Freight Charges (in Rupees) (Sl. No.
A+B+C)

details- graph or chart or catalogue as mentioned in Sl. No. 1.01 & 2.01) should be submitted

along with the offer. Offer without Performance Characteristic will not be considered for
evaluation.

Terms & conditions:

I8

OQuoted rate should be inclusive of GST & Freight charges. Bidder should quote rates for

all the items. Bid will be rejected if rates for any of the items are not quoted.

. The quotation should be sent to us duly Signed and Stamped only in Sealed Envelope

and Super scribed as Ref.No.: RGIPT/JAIS/IWD/QE/2025-26/...... » Quotation for
supply and installation of 5 HP and 2 HP Submersible pumps including boring work at

RGIPT Jais, Amethi by registered post or by hand to the office of The Chairman, Institute’s
Work Department, RGIPT Jais, Amethi.

. The quotation should be submitted within 15 days from the date of quotation enquiry i.c.

1
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the quotation should be received on or before 26.06.2025 by 03:00 PM.
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. offer without assigning,
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6. Your sealed quotation should be addressed to: The Chall‘mJ {s. Mukhetiya More,
ais,
Department, Rajiv Gandhi Institute of Petroleum Technology,
Harbanshganj, Tiloi, Amethi, UP - 229304.
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Harish Kr. Yadav

(Executive Engineer)



